





International partners

prisma doors.c0  pRisMA™
Italy

Xzl

Italy.

MP wire ropes.co ‘

[M] MoviLitt Movilift boy photocell.co
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ziehel-abegg motor.co .., asecc
Germany
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Italy.
Arkel control panels.co é o A Monteferro Guide
turkey arkeL NIEFERRO rails company - italy

Celkray company
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Centa overloads sensors.co
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On-time delivery
L ' :ﬂ» Reduced bnilners work

products knowledge training for agents '

long-time of experience
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Range of profiles available.
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24/7 Full technical support from
the company team
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SAFETY FIRST‘-, ‘

We stridly comply with UAE and global safety standards for ji

V Safety of passengers
V{IFSbde 2F SljdzZALIYSyuQa
V Safety of person around the equipment

With oursafety standards and god will we have zero injuries
since starting and we are willing to process sanles and
there is no negotiations or deals with safety costs

We use these systems for safety: !
o SAFETY 4

Laser sensors Al

Magnet locks(manual doors*) ]T

Extra emergency sensor

Easy access in emergency tim@se)

3" party certificates and important
Stickers
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Partners Quality Certificates




How To Be P
Our Partner
P

[ Together, We Can Build a Ravding Busmes

\

V DO you want to invest in ALILIFT company or be a partner?
V Do you have skills in marketing and sales, or you have a customer?
V Do you want to be agent, dealer, or representative of ALILIFT?

V OR IF YOU HAVE A PLATFORMR®RIECT TO SHARE WITH US

WE ARE ALL AVAILBLE TO CORPORATE WITH IN ALL MATTERS AND WHIDO HA\
GOOD DEALS FOR YOU




SAVE
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NO Qﬁ
Cosmmissions NO.
Qﬁ On-going
Fees

Money
NO $$$$$
Hidden
Cost

Keep
Customers
power




TECHNICAL SUPPORT

Consumers (End *User) Support existence

® If your existing product is not workingroperly or your product is under warranty or if your product is no
more under warranty and need sere€ contact us to solve the problem

We do not provide free service for outside UAE and if applicable all the transfer expenses are on client
shoulder

Please contact through email or phone number we will answer all of your questions

® In case of emergency please after noticing civil defence, they are trained for these situations
™ We provide a support service in real-time and with real highly-qualified personnel — no more long-winded and
time-wasting pre-recorded messages. Our professional staff are always available to all our customers for

consultation.

™ Our professional record is our best guarantee. In almost 20 years of existence, we have had not a single case of
a lift getting stuck or a customer being left unattended.

™ We have spare parts available for all our lifts, all of which are easily traceable using the lift reference number, the
plan reference number, the control system reference number — not to mention the site address.

In addition, we design all our processes in order to facilitate our customers’ work and add value to the systems we

produce.

I $ PAYMENT TERMS

™ When we quote for you, we will confirm with you the way of transaction , FOB, CIE

CNE etc.For mass production goods, you need to pay %50 deposit before producing

and%50 balance against copy of documents. The most common way is

by T/T. L/C is also acceptable.

EOPAYMEN
MODE gi=
an :

™ Orders will ship by the most efficient, method, based on your delivery requirements.
Charges for freight, overnight delivery, insurance fees, and forwarding costs will be added

to yourinvoice.



BUILDING ELEVATORS

In this part we will provide all the information you need to

know about buildings and tower elevator from starting to end

please follow us.
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Elevator Machine Room

Rope Gripper or
Anti Creep device

Structural steel
Shaft /Hoistway
Car Rollers or Guide Shoes
Hoist Ropes

Positioning System

Guard Rails

Door Operator

Car Door

Car Push Button or

COP Car Operating Panel

Car Sill
Toe Guard

Travelling Cables

Positioning Indicator or
Landing Indicator

Hall Frames

Hall Door or Landing Door
Landing Push Button
Hall sill

Pit Area

Car Buffer

Pit Steel

Geared Traction Or
Gearless Traction Hoist Machine

Brake
Encoder
Motor

Governor

Machine Bed Plate
Overhead space
Sling

Car Top Escape Hatch

Guide Rails
Cab

Car Platform

Sway Bars

Car Safety Device

Counterweight

Interlock

Compensation
Ropes/Chains

Hoistway switches

Governor |ldler Sheave

Counterweight Buffer
and Steel



Overhead height

Traveilg height
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Roor space
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Machine Roomless Elevator

Machine roomless elevator specifications

SHAFT PLANNING

,,,,, = e : o ]
6 450 1.0 1100x1100x2300 800x2100 2050x1850 4200 1500
8 630 14 1400x1100x2300 800x2100 2250x1900 g2 X0

1.5/1.75 4400 1600
1.0 4200 1500
1.5/1.75 4400 1600
10 800 5 1400x1350x2300 800x2100 2250x1950 S 800
2:5 s 2000
1.0 4200 1500
1.5/1.75 4400 1600
13 1000 1500x1550x2300 900x2100 2350x2150
20 4800 1800
25 4800 2000
1.0 4500 1500
21 1600 15175 1900x1800x2300 1100x2100 2850x2400 4700 1600
20 4900 1800
25 5100 2000
1.0 4500 1500
26 2000 1.5/1.75 1900x2200x2300 1100x2100 2900x2600 4700 1600
2.0 4900 1800

Small machine room elevator specifications

Machine Room Elevator

Controler J

Machine room height

Traveilg height

Roor space
Doar hole height

Net height door

o Rated Rated | Netsize g
ms) | CWxCDxD Central opening |
T
6 450 T3 - 1400x850x2300 800x2100 2000x1500 2000x1500 2500
8 630 7 ; 1400x1100x2300 800x2100 2000x1720 2000x1720 2500
X
10 800 L 1400x1350x2300 800x2100 2000x1970 2000x1970 2500
1 2200x2120 2200x2120
1600x1450x2300 2100x2500 2100x2500
13 1000 1100x2100x2300 900x2100 (Residence / (Residence / 2500
(Residence / stretcher stretcher —= stretcher
elevator) elevator) T T elevator)
1500 |
5 1600
1800
16 1250 1900x1450x2300 1100x2100 2500x2150 __gggg__ 2500%2150 2500
[ 3700
3850
1500
i 1600
1
18 1350 1900x1550x2300 1100x2100 2500x2250 j;& 2500x2250 2500
310%
3850
1500
7 1600
1800
1900x1800x2300 1100x2100 2500x2500 2000 | 2500x2500 2500
21 1500 ; 560
¥ 3100 |
: 3850
6. 1900x1800x2300 1100x2100 2700x2500 4300 2700x2500 2500
10 1500
26 2000 1 2%75 1900x2200%x2300 1100x2100 2700x2700 1600 2700x2700 2500
d 1800

TTITITT
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ELEVATOR STRUCTURE

These particular projects require the use of
structures, which can be freestanding or they can
be fitted onto the wall. The lift structures can be
installed both in new and existing buildings and
they can be supplied suitable for indoors or
outdoors environments.

Structure advantages

@®Bespoke design: Each of our lift structures has a
bespoke design to properly suit the lift equipment.
Our engineers study case by case where the
structure is going to be installed, the number of
floors, environmental conditions, and other
specifications so we can offer a fully customized
solution.

@ Safe and quickly assembly: Our lift structures are
modular design and the highly detailed manuals
and drawings we provide make our structures very
easy to install and allow our customers to save
time and money in the installation process.

@ Self-supporting options: available.

@ Existing building installation : when your building
is not strong enough to support lift loads and
fixings.

® Solution for timber frame buildings..

@ Extensive range of colours : as well as clad or glass
options available.

@Internal or external installation.

@Installation service offered.

o Lifting beam : available on request.

®Reduced builders work.

@®Range of profiles available.

@ Full range of accessories available.

®No welding required.

©3-D design and modelling.

® ALILIFT, Lift structures accomplish the norms
and regulations. They are certificated for its
compression resistance capacity to both the dead
weight and the variable loads exerted by the lift car
and the structure. The resistance capacity of the
cladding panels is certificated according to the
EN20-81 European Standard.
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ELEVATOR
MECHENICAL




——— | Full
- Package |
Partes

ELEVATOR

L

Sill:

Manufactured standard

as a quality aluminium
(bronze or nickel-bronze,or
Aluminium) sill with a grooved
slip-resistant surface Provided with
anchors to fasten to floor slab or
optional sill support

angles.

Unit Frame:
Manufactured of "high
Level Grade, carbon steel
( 304 )stainless steel or sheet
bronze alloy (-280Muntz) of
-16gauge minimum thickness .
Formed of one-piece metal comprising
of integral trim and span fire-rated
shaft walls.
Provided with listed interface
anchorage and UL
labelled accordingly

Header/track supports:
Formed of zinc-coated steel,
-10gauge minimum thickness,
extending the full travel of the door(s).\
Anchored securely to the unit frame,

adjacent wall, or beam above

ENTRANCE

e

Door(s):
Manufactured of "high
Level Grade" carbon

steel(304). of -18gauge
minimum thickness

(available)
in -14 gauge or -16gauge if required
Fabricated to enclose sound-absorbing
material of 1.25" minimum
thickness Rated for 2/1-1 hour fire
resistance and UL
labelled accordingly
Can be clad with
stainless or bronze
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Hanger Cover
Plate (when provided) :

Fabricated of -16gauge-zinc

coated steel extending the width of the

Fascia:

) 3 opening or the full travel of the
Fabricated of -16gauge mini-

. . door(s).
mum thickness zinc-coated steel

extending the full width of the opening, - :
Finish Quality:

All metal surfaces are
thoroughly cleaned and
treated to prevent corrosion
Enamel finishes are coated with
EPA compliant primers and top
coated with quality baking enamels
cured to 3-mil minimum thickness ,,,
Bronze materials are coated with
a factory-applied
stripp able lacquer for job
site repair when
necessary

Toe Guard And

fastened to header and sill of

Dust Cover:

Fabricated to be similar the floor above

to fascia material but
bevelled to a 60-degree

angle to fasten to the

wall below the sill Struts (when provided):

and above the

Formed of zinc-coated steel

header

-10gauge minimum thickness; or of

structural angles, as required



Elevator cabin outstanding selection for new construction ALkdRimercial passenge
elevator cabin line offers a variety of aesthetic options and features for use in all typ
buildings: office complexes, apartment buildings, hospitals, etc. we offer steel shel
hanging panels. ALILIFT cabins can bear a TE®I®01, label to certify code complian
when required. Contractors engaged in new construction may use any of ALILIFT
design

Compliance, ALILIFT elevator products exclusive feature every elevator
manufactured by ALILIFT is subjected to a rigoroymaint inspection and certified to be
in full compliance with (EN-81 and EN 5@80) | iso 9001, elevator safety code, whuedr
the cabin is manufactured using a steel shell, wood core or steel with hanging pane
building owner can rest assured that the product will be code compliant.




